


PARAMETERS MIN TYP MAX UNITS NOTES
SUPPLY VOLTAGE 5 VDC
ZERO OFFSET -1.5 0 1.5 mVDC AT 25ºC
SPAN 49 50 51 mVDC AT 25ºC
ACCURACY(NLH&R) -1 - 1 % OF F.S. B.F.S.L   AT 25ºC
LONG TERM STABILITY(1 YEAR) -0.25 - 0.25 % OF  F.S.
ZERO THERMAL ERROR -2 - 2 % OF F.S.
SPAN THERMAL ERROR -2 - 2 % OF F.S.
ISOLATION,BODY TO ANY LEAD 50M - - Ohms@250Vdc
PRESSURE CYCLES 1.00E+06 - - FS CYCLES
LOAD RESISTANCE(RL) 1 MOhms
PRESSURE OVERLOAD - - 2X RATED
BURST PRESSURE - - 5X RATED
COMPENSATED TEMPERATURE 0 - 55 ºC
OPERATING TEMPERATURE -20 - 85 ºC EXCEPT CABLE IS -20~80ºC
SENSOR TYPE
PRESSURE PORT MATERIAL

GAUGE PRESSURE
17-4PH STAINLESS STEEL

UNLESS OTHER SPECIFIED,ALL PARAMETERS ARE MEASURED AT 25℃@5VDc.
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